
 

 
Door Liner Installation 

 

Installation – Door Liners require only the ratchet tool provided and can be installed in 

about 30 seconds.  Simply follow the steps below. 
 

Step 1. Lean both Left and Right Door Liners panels against the left and right door jambs 

with the Locking Plate at the top. Be sure the Locking Plates are disengaged per 
Step 1 of the Locking Plate Instructions. 

 

Step 2. Slide the Header over the top of the Left and Right Door Liners.  Position the Right 

Door Liner firmly against the right door jamb.  Position the Left Door Liner firmly 
against the left door jamb.  Engage the Locking Plates per Steps 2 and 3 of the 
Locking Plate Instructions. 

 

Step 3. To de-install, disengage the Locking Plates per Step 4 of the Locking Plate 

Instructions.  Remove the panels. 
 

Completed Installation  
 
 
 
          

   
Limited Manufacturer’s Warranty 
 
Door Guard Inc. (“Manufacturer”) warrants to the original purchaser that both Cab Liner and Door Liner shall be free from defects in material and 
workmanship for one (1) year from the date of purchase. This warranty does not cover normal wear and tear or any other cause beyond Manufacturer’s 
control, including, but not limited to: mishandling (including drops, impacts, crushing, improper lifting, or contact with tools or machinery); damage during 
transportation, installation, de-installation, temporary placement, or relocation (including use in passenger or freight elevators during tenant moves, 
renovations, or construction); compression of the Locking Plate exceeding seventy (70) pounds; storage or use inconsistent with Manufacturer’s 
instructions; unauthorized modifications or repairs; or exposure to extreme environmental conditions. Customers must retain all original packaging until 
proper fit is confirmed. Panels may be returned or replaced under this warranty only with prior written approval and strict compliance with these terms. 
This warranty is the sole and exclusive remedy for defects and supersedes all other warranties, express or implied, including any implied warranty of 
merchantability or fitness for a particular purpose. 
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