
 
Locking Plate Instructions 

 
Step 1. Before installing, be sure the T-bar is retracted and not in an extended position.  To 

retract, push the small latch away from the T-Bar, hold it in place, and retract the T-Bar.  
Let go of the latch, allowing it to return to the locked position.   

 
Step 2. Place the panel into position and extend the T-Bar by hand until it contacts the opposite 

panel or floor.  This will depend on the position of the Locking Plate.  The ratchet 
mechanism will click as the T-Bar is extended.   

 
Step 3. Insert the provided Ratchet Tool so that the End Pin slides into the rectangular opening 

and the Rear Pin is in one of the two Single Holes.  Rotating the Ratchet Tool away from 
the T-bar will extend the T-bar against the opposite panel or floor in the case of a Button 
Panel.  Move the Ratchet Tool so that you hear one to two clicks.  This should be 
sufficient pressure to keep the panel in place.  DO NOT OVEREXTEND T-BAR.  Excessive 
pressure will result in deformed and damaged panels, canceling Door Guard’s Warranty 
as stated in its product specification. 

 

 
 
 
 
        
 
 
 
 
 
 
 
 
Step 4. To de-install, reinsert the Ratchet Tool as in Step 3.  Apply just enough pressure to enable 

you to slide the small Latch away from the T-bar.  Hold the Latch away from the T-Bar and 
fully retract the T-Bar before releasing the Latch.  The pressure on the panel is now 
released, allowing removal. 

 
Limited Manufacturer’s Warranty 
 
Door Guard Inc. (“Manufacturer”) warrants to the original purchaser that both Cab Liner and Door Liner shall be free from defects in material and 
workmanship for one (1) year from the date of purchase. This warranty does not cover normal wear and tear or any other cause beyond Manufacturer’s 
control, including, but not limited to: mishandling (including drops, impacts, crushing, improper lifting, or contact with tools or machinery); damage during 
transportation, installation, de-installation, temporary placement, or relocation (including use in passenger or freight elevators during tenant moves, 
renovations, or construction); compression of the Locking Plate exceeding seventy (70) pounds; storage or use inconsistent with Manufacturer’s 
instructions; unauthorized modifications or repairs; or exposure to extreme environmental conditions. Customers must retain all original packaging until 
proper fit is confirmed. Panels may be returned or replaced under this warranty only with prior written approval and strict compliance with these terms. 
This warranty is the sole and exclusive remedy for defects and supersedes all other warranties, express or implied, including any implied warranty of 
merchantability or fitness for a particular purpose. 
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